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Dando Terrier

The ultra-small, compact Dando Terrier rig has 
been designed specifically for sampling and testing 
for geotechnical and environmental analysis and 
is crawler mounted for easy site access in difficult 
conditions. Simple to operate and maintain, 
extremely reliable and competitively priced.

  



Dando Terrier
Design Features
Chassis
A fabricated box section sub-frame 
incorporating drop hammer support, 
controls, engine mounting and tool 
storage.

Drop Hammer
A two-piece drop hammer runs on 
two guide bars. The weight is fully 
guarded and can be quickly changed 
for either SPT or dynamic probing 
standards.

Hammer Speed:  0-50 blows pm
Hammer Drop:  500mm-750mm
Hammer Weight: 50kg or 63.5 kg

Drill Mast Assembly
A fabricated, welded steel box 
section construction, hinge pin 
mounted to main superstructure, 
hydraulically raised and lowered.

Overall Height:  2.22m-2.85m
Pulldown Capacity: 1000 kgf
Pullback Capacity: 7000 kgf
Width: 655mm (including wheels) 
1166m (jacks out)

The entire mast assembly with 
wheels can be detached from the 
main superstructure for operation in 
areas of restricted access.

Carrier
A purpose built crawler chassis 
with rubber tracks fitted with tilt 
mechanism, allowing rig to operate 
vertically on slopes inclined up to 30 
degrees from horizontal.

Crawler Width: 800mm
Overall Length (Mast Down): 2.70m
Overall Height (Mast Down): 1.48m
Total Weight: 1126 kg

Engine & Hydraulic PTO
Hydraulic system powered by a 
16.8HP water-cooled diesel engine, 
provides power for drilling, rigging 
and tracking: 

Flow for PTO: 38.88 l/min
Max. Working Pressure: 175 bar

Options
- Rotary concrete coring head
- Hydraulic remote control valve  
  and stand
- Chalwyn valve and spark arrestor
- Wireless remote for tracking

Compact manoeuvrable 
crawler-mounted design 
ideally suited for long wheel-
base transit type vans for 
fast mobilisation to site 
and secure storage of all 
equipment.

2-piece drop hammer 
for sampling and testing 
incorporated in mast 
assembly with hydraulic 
cylinder giving 7000 kgf 
pullback for recovery of 
casing and sampling tools. 
Mast assembly can be 
detached for remote operation 
in restricted access locations.

Hydraulic tilting undercarriage 
allows operation on inclined 
slopes up to 30 degrees 
from horizontal. Deck area 
with storage capacity for all 
required drilling tools.

Concrete coring head- useful 
when concrete and tarmac 
overlie the area to be sampled.

Range of windowless sample tubes 
with plastic liners ensuring high quality 
samples, good presentation and ease of 
handling and transportation.
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